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SILO
SILOS METAL VENTILATED UNIFIED 

Diameter Layers Height
[mm] [pcs] [mm]  [m³] ▪ [tons]

Ø 2 750 ▪ MSVU 27.ХХ.К60.B12 ▪ 1 - 4 ▪ 5 160 - 8 616 ▪ 10,6 - 29,8 ▪ 8,5 - 23,8

▪ MSVU 37.ХХ.К45.B12 ▪ 2 - 6 ▪ 6 584 - 11 192 ▪ 35 - 84 ▪ 28 - 67

▪ MSVU 37.ХХ.К60.B12 ▪ 2 - 6 ▪ 7 794 - 12 402 ▪ 41 - 89 ▪ 32 -71

▪ MSVU 46.ХХ.К45.B12 ▪ 2 - 8 ▪ 7 319 - 14 231 ▪ 58 - 172 ▪ 47 - 138

▪ MSVU 46.ХХ.К60.B12 ▪ 2 - 8 ▪ 8 859 - 15 771 ▪ 69 - 183 ▪ 55 - 147

▪ MSVU 55.ХХ.К45.B12 ▪ 3 - 8 ▪ 9 156 - 14 916 ▪ 117 - 253 ▪ 93 - 203

▪ MSVU 55.ХХ.К60.B12 ▪ 3 - 8 ▪ 11 046 - 16 806 ▪ 133 - 270 ▪ 106 - 216

▪ MSVU 73.ХХ.К45.B12 ▪ 4 - 12 ▪ 11 856 - 21 072 ▪ 275 - 664 ▪ 220 - 531

▪ MSVU 73.ХХ.К60.B12 ▪ 4 - 12 ▪ 14 366 - 23 582 ▪ 314 - 704 ▪ 251 - 563

Ø 9 167 ▪ MSVU 92.ХХ.К45.B12 ▪ 4 - 16 ▪ 12 776 - 26 600 ▪ 458 - 1 370 ▪ 366 - 1 096

Ø 11 000 ▪ MSVU 110.ХХ.К45.B12 ▪ 5 - 12 ▪ 15 845 - 23 909 ▪ 823 - 2 000 ▪ 658 - 1 600

Ø 11 000 ▪ MSVU 110.ХХ.В12 ▪ 4 - 18 ▪ 7 879 - 24 007 ▪ 532 - 2 058 ▪ 426 - 1 647

Ø 12 834 ▪ MSVU 129.ХХ.В12 ▪ 8 - 22 ▪  13 036 - 29 164 ▪ 1 326 - 3 412 ▪ 1 061 - 2 730

Ø 14 668 ▪ MSVU 147.ХХ.В12 ▪ 8 - 22 ▪ 13 850 - 29 978 ▪ 1 767 - 4 493 ▪ 1 413 - 3 594

Ø 16 500 ▪ MSVU 165.ХХ.В12 ▪ 8 - 22 ▪ 14 688 - 30 816 ▪ 2 266 - 5 715 ▪ 1 813 - 4 572

Ø 18 300 ▪ MSVU 183.ХХ.В12 ▪ 8 - 22 ▪ 15 032 - 31 160 ▪ 2 900 - 7 156 ▪ 2 320 - 5 725

Ø 22 000 ▪ MSVU 220.ХХ.В12 ▪ 8 - 22 ▪ 15 662 - 31 790 ▪ 4 191 - 10 322 ▪ 3 353 - 8 258

Ø 27 500 ▪ MSVU 275.ХХ.В12 ▪ 8 - 20 ▪ 17 011 - 30 835 ▪ 6 792 - 15 000 ▪ 5 424 - 12 000

Ø 33 000 ▪ MSVU 330.ХХ.В12 ▪ 8 - 20 ▪ 18 831 - 32 655 ▪ 10 348 - 22 171 ▪ 8 278 - 17 737

Cone bottom

Ø 3 667

Ø 4 584

Ø 5 500

Ø 7 334

Concrete foundation

▪ Silo grade ▪ ▪ ▪
Capacity
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Silo МSVU 036.SP.ХХ.К60.В12

Capacity from 36 up to 108 m3 
Metal silo MSVU 036.SP is specially designated for 

bulk stocks of bulk density of up to 650 kg/m3. Due to 
flat wall panels, complete sealing and hopper with slope 
angle 60 degrees the silo ideally suits for temporary 
storage of pellets, fuelwood granules and other granu-
lators used as fuel, as well as formulated feeds in stock 
breeding complexes.
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Grain driers U13-SH
CAPACITY FROM 25 TO 100 TONS PER HOUR

Length ▪ [mm] ▪ 11 500 ▪ 11 750 ▪ 11 750 ▪ 13 060 ▪ 13 200
Width ▪ [mm] ▪ 4 455 ▪ 5 600 ▪ 5 600 ▪ 8 050 ▪ 10 000
Height ▪ [mm] ▪ 17 680 ▪ 17 780 ▪ 19 900 ▪ 26 150 ▪ 26 500

Max power 
consumption

▪ [kW/h] ▪ 47 ▪ 58 ▪ 78 ▪ 113 ▪ 155

Operating gas pressure ▪ [kg/cm²] ▪ 0,3 ▪ 0,3 ▪ 0,3 ▪ 0,3 ▪ 0,3
Max gas rate ▪ [m³/h] ▪ 200 ▪ 350 ▪ 400 ▪ 500 ▪ 800
Average gas rate ▪ [m³/h] ▪ 120 ▪ 200 ▪ 235 ▪ 350 ▪ 470
Avarage gas rate ▪ [m³/1t%] ▪ 0,81-0,91 ▪ 0,81-0,91 ▪ 0,81-0,91 ▪ 0,81-0,91 ▪ 0,81-0,91

Total capacity ▪ [m³] ▪ 50 ▪ 84 ▪ 96 ▪ 132 ▪ 194

from 28% to 14% ▪ [t/h] ▪ 11 ▪ 19 ▪ 22 ▪ 33 ▪ 42
from 25% to 14% ▪ [t/h] ▪ 14 ▪ 25 ▪ 28 ▪ 41 ▪ 56
from 20% to 14% ▪ [t/h] ▪ 21 ▪ 37 ▪ 42 ▪ 60 ▪ 84

from 28% to 14% ▪ [t/h] ▪ 12 ▪ 23 ▪ 25 ▪ 33 ▪ 50
from 25% to 14% ▪ [t/h] ▪ 16 ▪ 27 ▪ 32 ▪ 42 ▪ 64
from 20% to 14% ▪ [t/h] ▪ 25 ▪ 40 ▪ 50 ▪ 65 ▪ 100

from 20% to 7% ▪ [t/h] ▪ 9 ▪ 14 ▪ 17 ▪ 20 ▪ 34
from 15% to 7% ▪ [t/h] ▪ 11 ▪ 17 ▪ 22 ▪ 25 ▪ 44
from 12% to 7% ▪ [t/h] ▪ 12 ▪ 20 ▪ 25 ▪ 32 ▪ 50

CAPACITY WHEN REMOVING MOISTURE
Corn

Wheat

Sunflower

▪ U13-SH-100

Overall dimensions

Power consumption

Technical parameters and natural gas consumption

Total capacity

▪ U13-SH-40 ▪ U13-SH-50 ▪ U13-SH-65▪ U13-SH-25М

Grain driers are designated for drying seeds of wheat, sunflower, corn and other cereal crops, ensuring high 

moisture removal (6%) purification of used drying agent (air) from light impurities.

High efficiency of thermal generator is provided by application of burning devices with almost full gas burning 

and minimum formation of carcinogenic substances. 

Combined purification system of used gas from light impurities.

Uniform heating of grain being supplied in all zones of the grain drier.

All drying processes are fully automated.

Pit for hot air and ventilation shaft is thermally insulated, which results in the efficiency rise, reducing gas 

flow. 

Improved circulation scheme of thermal flows provides heat recuperation and reduces supply of cold air, 

which significantly decreases gas flow. 

Thermal generator is built in the pit, excluding thermal losses during heat transmission by air duct.
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Hot air

Warm humid air

Warm air

Cold air

Natural gas consumption when moisture content 
of 1 ton of grain is reduced by 1%

0,81 - 0,91 m³/%t 
Natural gas consumption at ambient tem-
perature of up to +10°С

250 m³ 

Highly efficient gas burner produced 
by Belgium company MAXON 

Grain drier in pair with thermal gener-
ator on pellet
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Chain conveyers U13-TSC
capacity up to 250 tons per hour

Production ▪ [t/h] ▪ 50 ▪ 100 ▪ 175 ▪ 250

Chain speed ▪ [m/s] ▪

Pitch of chain ▪ [mm] ▪

Width of scrapers ▪ [mm] ▪ 190 ▪ 310 ▪ 390 ▪ 490

Width of drags ▪ [mm] ▪

Max length ▪ [m] ▪ 75 ▪ 75 ▪ 60 ▪ 40

Case height ▪ [mm] ▪ 340 ▪ 470 ▪ 470 ▪ 470

Case width ▪ [mm] ▪ 200 ▪ 320 ▪ 400 ▪ 500

200 / 400

▪ TSC-400 ▪ TSC-500

0.2 - 0.7

100

▪ TSC-200 ▪ TSC-320

Rollerless conveyers U13-ТB
capacity up to 175 tons per hour

Belt conveyors U13-TL
capacity up to 550 tons per hour

Production ▪ [t/h] ▪ 25 ▪ 50 ▪ 100 ▪ 175 ▪ 100 ▪ 175 ▪ 350 ▪ 550

Belt width ▪ [mm] ▪ 300 ▪ 400 ▪ 500 ▪ 650 ▪ 500 ▪ 650 ▪ 800 ▪ 1000

Belt speed ▪ [m/s] ▪ ▪

Max length ▪ [m] ▪ ▪65 75

ТL-65 ▪ ТL-80 ▪ ТL-100

1,45 - 1,9 2,2 - 2,8

ТB-50 ▪ ТB-65 ▪ ТL-50 ▪▪ ТB-30 ▪ ТB-40 ▪
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Screw conveyers U13-BKH
capacity up to 100 tons per hour

Production ▪ [t/h] ▪ 5 ▪ 10 ▪ 20 ▪ 50 ▪ 100 ▪ 175 ▪ 250 ▪ 500

Pitch of scoop ▪ [mm] ▪ 210 ▪ 260 ▪ 260 ▪ 160 ▪ 180 ▪ 210 ▪ 180 ▪ 200

Scoop capacity ▪ [dm] ▪ 0,3 ▪ 1,2 ▪ 1,5 ▪ 1,7 ▪ 3,7 ▪ 7,2 ▪ 8,9 ▪ 8,1

Drum width ▪ [mm] ▪ 150 ▪ 170 ▪ 200 ▪ 230 ▪ 320 ▪ 500 ▪ 500 ▪ 900

Belt width ▪ [mm] ▪ 125 ▪ 150 ▪ 175 ▪ 200 ▪ 300 ▪ 450 ▪ 450 ▪ 800

UN-175 ▪ UN-250 ▪ UN-500UN-20 ▪ UN-50 ▪ UN-100 ▪▪ UN-5 ▪ UN-10 ▪

Bucket elevators (belt, chain) U13-UN
capacity up to 500 tons per hour

Production ▪ [t/h] ▪ 6,5 ▪ 13 ▪ 25 ▪ 50 ▪ 100

Screw diameter ▪ [mm] ▪ 160 ▪ 200 ▪ 250 ▪ 315 ▪ 400

Pitch of screw ▪ [mm] ▪ 160 ▪ 200 ▪ 250 ▪ 315 ▪ 400

Rotation frequency ▪ [rev] ▪

Case width ▪ [mm] ▪ 180 ▪ 220 ▪ 270 ▪ 335 ▪ 420

BKH-250 ▪ BKH-315 ▪ BKH-400▪ BKH-160 ▪ BKH-200 ▪

•	 Radial swing conveyer (sweep) U13-URPK-250; -400
•	 Aspiration-separating complex for preliminary purification
•	 Swing pipe U13-TP-6; -8-1; -12-2
•	 Silo for flour U13-HE-160A
•	 Vibration discharger U13-VRU
•	 Rotary valves U13-BHM and U13-ZH
•	 Rate and pinion, roller, screw, flour gates (manual, electrically 

driven,pneumatically actuated).
•	 Diverter one-sided, slope, symmetrical valves (manual,(electrically driven, 

pneumatically actuated)
•	 Flow pipes
•	 Spare and component parts of conveyers

ALSO
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